O

(REMRy})
\\ TECHNICAL //
R
N/

[l
»

NAME

Gemcrete

Telephone: 716-835-9100

4. USES & LIMITATIONS

Uses: Gemcrete can be used for water-
proofing and concrete restoration of
bridge and parking decks, vaulted
sidewalks and streets, pools and con-

crete water tanks, and industrial
floors and loading docks.

Limitations: Gemcrete must not be
used when the temperature is expected
to be below 40°F (4°C) within 48 hr or
when rain is imminent

5. MANUFACTURER'S TECHNICAL DATA

Modulus of rupture ,500 to 1,900
psi
Ultimate tensile 500 to 700 psi
stress ,
Modulus of 2.0 to 2.9 x 10°

elasticity
Compressive strength

psi
6,000 to 8,000
psi

ONCRETE PATCHING MATERIAL:
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Izod impact strength 31.5 to 45.0 in
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1b/sq in.
Freeze/Thaw 07 weight loss
resistance after 300
(ASTM C 666-77, A) cycles
Water vapor 0.17 to 0.30
permeability perm—%n
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concentration
Direct tensile bond
strength

Fire testing

150 to 300 psi

Noncombustible;

0 flame;

0 smoke
Nontoxic in
oth we
ry for
Resistant to

solvents,
fuels, strong
alkalies and
chloride salt
solutions

Toxicity
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Chemical resistance

6. MANUFACTURER'S GUIDANCE FOR
APPLICATION

Surface;preparation' Remove all loose

and delaminated concrete; clean off
w211l savmancn Tadsnmnn AL ans mem A ~AELT A
all plcadc, ldlialllc, UilL, 4l €1140-
rescence, using sandblasting, shot-
blasting, scarifying, scabbing, or
other approved methods. Mesh all

dynamic cracks with welded wire

fabric, mechanically fastened to the

deck over the crack to spread the

crack movement over a wider area.
L

Thoroughly saturate the slab. Remove
all standing water. Broom in Gemcrete
Slurry as a primer for application of
Gemcrete
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Gemcrete
Gemcrete Slurry
Concentrate 17.6 1b 13.9 1b
Portland cement 94 1b 94 1b
Mortar sand 140 1b 140 1b
Water 4,2 gal For brushable
consistency
Mixing rocedure. Gemcrete concentrate

con 1sts of dry powders and a sepa-

rately packaged bag of fibres. It is
easily mixed onsite with a paddle or
helix screw-type mortar mixer.
mixing water in the mixer.

aAna mAain A
Ulic Lillle )

or

ix until free
fibres and mix for not more
than one min. Convey mixed material
to point of placement in clean, uncon-
taminated containers. Mechanical

transportation or pump may be used.

a
1O

Pracanitriann WThan nranar o hatrchae
rrelaucill wil€ll prieparliilg vactlii€s,
withhold a portion of the water until

all other components have been

included. Then add water to the mix-
ture until the desired consistency is
attained. This procedure allows for

thickness exceeds 3/4 in.

or when large variations in
thlckness exist, contact the Manufac-

turer for assistance.

Application: Apply Gemcrete to a uni-
Y =, PR B - . | al & _ 1 __ _ _ A PR |
I0rm Speclliied tnickKness, not exceea-
Sy A1) 4 119 wmm) MMTan a vynnd A
J.l.l.s D Adlle \10 1nul/ « UdDT a wuuUu UL
magnesium float for compaction and
finishing. In larger areas, use a

magnesium bull float. Do not use a
steel trowel. Ensure that fibres are
distributed across any wet joint.

~ T ar_® _ . - = A at L e 1 _ 31 ~1 -1
ur ng: 0O1lST Cure tne I1inisnea siapo
Frar 1.9 ha Maa watr harlan Aanysrarad
LUL 20O 11l . UdDtT wWCuL UULJ.CIP LuveociLcu
with polyethylene or other suitable
methods.

N

e mamn e o Mt nelarnd mmsraseeca -~
UUVCLEEEZ LalilCuldled cCovelagte Ul
Gemcrete is 98 sq ft at 1/4-in. thick-
ness per 1 US bag batch.

The only components supplied by the
manufacturer are the proprietary dry
comnonante and tha fihere A1l nthar
\.UIIIPULLCLL\—O ALl il b L Oe Lr A A VeilC L
materials are the responsibility of
the user.

8. WARRANTY

Y L oA . TV 2 . ) 5 TN, N i T oam e mama o A o
Lellle uUlllgjue rroaucits 1iucC. warrdliiils
+that d+ec nradunrnte ara Af rha aAnald e
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represented in its product literature

and package markings and, when applied
in accordance with its current speci-
fications and application instruc-
tions, will perform as stated in its
product literature. This warranty

T 2 1 __ a al _ PR, I P - £
appJ.les oniy to tne appdiication or
nradiisate An annravad crthaotratac
yLUuu\'LD vl GPPLUVCU oUUDLLAQLT O,
Gemite Unique Products Inc. assumes no
responsibility for workmanship.

Gemite Unique Products Inc. shall not
be liable or responsible for any inci-

dental, consequential, commercial or
exemplary losses or damages resulting
Lo =Ll Lom L P - T R o P, |
ITOm tne preacn Or cwnis wdrrdaiiry, d4diiQ
+ha anla and avelytadvwve ramady sinmdar
ilc OV AT allu TAaAaALviIiuOoLVvVC Lcmcu_y uuuuci
this warranty shall be the replace-
ment, or at its option, a refund of

the purchase price of products found
to be defective within one year of its
original application.

mL e . o a_. 2 _ gy 12 __ -~ L =11 el
1Nn1s wdrrdrity 185 1l i11€eu O1 dl1l otiner
wavrrantiaa avnraca Ay dmnldiad and
waliLiqaliiiLicToy CAPI.CDD Vi J.ll.ly.l.LcU’ Qg
whether of merchaptabi1ity or fitness

for a particular purrp
This warranty may not be enlarged or
extended by our sales representatives.
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network of Certified Engineers, can
provide a wide range of engineering

support services to the owner,
architect or engineer to help define
all problems within the substrate
accurately and provide complete
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cations with accurate cost
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11. CORPS OF ENGINEERS' EVALUATION
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For large parking deck or bridge
projects, Gemcrete must be installed
by a Certified Contractor under the

cambaddaca e Mot £33 Tt P

sS€lLdartive UL Lertililied Lugineer, Lo

aualdifyv for a ginole courrce warranty
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program.
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This material was evaluated by Singleton Laboratories, TVA, through a support
agreement with the US Army Engineer Waterways Expefimént Station.¥*
Property Test Method Results
Compressive strength, psi ASTM C 109 8,580
QCThamt+ _chnner hnend Atcenc~sl -t ACTM M QQ9
olidllit=dlledl DOUOIlU SLICE lngl, pb.l. Holl'l U O0L
Nrv eurfacac 2 740
Dry surfaces 2,740
Wet surfaces 2,240
Bond capacity in direct tension, psi *% 175
Bond capacity under flexural stress, psi ASTM C 293 1,390
Underwater abrasion loss, % CRD-C 63 11
Resistance to cycles of freezing and thawing, ASTM C 666
7% of original weight after 312 cycles Procedure A 100
Impact resistance, in.-1b - 255
Coefficient of thermal expansion, millionths/°F - 6.4
yallo.}.uu., Ala d div 1oy ES Ve™r
L L+ P ™y 10T mem S AT T 11 L 100N Mo 11 D2 £ TV . N N s
* Best, Floyd J., and McDonald, Jame i1950. Spall Repair of Wet Concrete
Qitvfamna M Tanhndnnl Dammeds DTMD_NcC ITC Avmer BDoraodnanr WJarasverasra Boemasdmam s
VUL LAlLTOy l1CLlliliical I\CPULL DLINTVO Vo AL Lllpllictcl walttlwaydo LaAapcecl lilcliiu
Station,; Vicksburg, MS,
** Causey, F. E. 1984, "Preliminary Evaluation of a Tension Test for Concrete
Repairs," Report Gr-83-14, Department of the Interior, Bureau of Reclamation.
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ies involving poten-
tially hazardous and toxic chemical
substances. Manufacturer's recommen-
dations to protect occupational health
and environmental quality should be

-r

or environmental quality are unknown,
chemical substances should be treated
Amn matrtantdaTTle, hasmawdaiea +Awrd A

ad PUI—C[IL.LQJ..L lildaLallUuvuvud LUALC
materials

Gemcrete is distrib
the name of a

Gemline.
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Cost: Supplied upon request.



